GENERAL ELECTRICAL NOTES 
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GENERAL: UNLESS SPECIFICALLY INDICATED OTHERWISE, ALL WORK ; ALL 3-PHASE MOTORS SHALL HAVE MAGNETIC DEVICE LOCATIONS: COORDINATE LOCATIONS OF SWITCHES, LIGHTING ELECTRICAL CIRCUIT RUN IN CONDUIT AND CIRCUIT HOMERUN TO GENERAL. (CONTINUED) — 2 
SHOWN ON ELECTRICAL DRAWINGS IS NEW WORK TO BE PROVIDED MOTOR CONTROLLERS WITH SOLID STATE OVERLOAD RELAY PROTECTION. ^ RECEPTACLES, AND TELE/DATA OUTLETS WITH OTHER WALL NI IDUEEUEUEE AND PANELBOARD (PANEL AND CIRCUIT DESIGNATION AS INDICATED). AS A r iN 
UNDER THIS. CONTRACT. THE SOLID STATE OVERLOAD RELAY SHALL HAVE PHASE LOSS AND MOUNTED DEVICES SUCH AS THERMOSTATS AND CONTROL cu —— ——* . MINMUM CONDITION, EACH SINGLE PHASE CIRCUIT SHALL HAVE 1 4/12 LIMIT OF REMOVAL SYMBOL S 
PHASE OVERCURRENT PROTECTION WITH. AUTOMATIC RESET UPON STATIONS PHASE CONDUCTOR, 1 442 NEUTRAL CONDUCTOR AND 1 $12 CROUNDING " 3 
COORDINATION: COORDINATE AND COOPERATE WITH ALL TRADES ON THE —— RETURN OF NORMAL POWER. Ex] Exxc] Hi6H EFFICIENCY FLUORESCENT LIGHTING FIXTURE WITH 1007-507. STEP CONDUCTOR IN 1/2" CONDUIT. PROVIDE ADDITIONAL PHASE CONDUCTORS - —— - ——— SMOKE PARTITION Lu Cine 
PROJECT. THE CONTRACTOR SHALL REVIEW ALL CONTRACT DOCUMENTS EWC RECEPTACLES: RECEPTACLES FOR ELECTRIC WATER COOLERS DIMMING. BALLAST, UON. AS REQUIRED FOR "MULTIPLE PHASED" ELECTRICAL LOADS. PROVIDE m u SE 
Pee e DR MOTOR FUSE PROTECTQN. WHERE FUSE PROTECTION I5 SPECIFICALLY (EC) SHALL BE INSTALLED OUT OF VIEW AND BEHIND THE EWC Cd € — icHING FUTURE WITH EMERGENCY EGRESS LIGHTING. BATTERY BALLAST — ADDITIONAL "SWITCH LEG" CONDUCTORS TO PROVIDE THE LICHT FIXTURE VERSES USERS Ir [sE€g* 
SPECIFICATIONS. CONTRACTOR SHALL COORDINATE AN ADJUST REQUIRED BY THE EQUIPMENT MANUFACTURER, PROVIDE FUSED ENCLOSURE. VERIFY THE MOUNTING HEIGHT WITH THE EQUIPMENT N. O a 0. 
ACCORDINGLY AS DIRECTED BY THE ENGINEER. SWITCHES IN LIEU OF NON-FUSED SWITCHES OR IN LIEU OF ENCLOSED —— sUPPLIER PRIOR TO ROUCH-N. CONNECT EMERGENCY BALLAST AHEAD OF LOCAL SWITCH (UNSWITCHED CONTROL INDICATED. MULTIPLE SINGLE. PHASE CONDUCTORS SHALL BE gaoots- 
CIRCUIT BREAKERS, OR OTHER DEVICES INDICATED. CIRCUIT). SUBSCRIPT "NL" INDICATES NIGHTLIGHT FIXTURE THAT IS TOTALLY uu es RR SET IN id m T m s - x 9g 
AS-BUILT DRAWINGS: SECURE AN EXTRA SET OF ELECTRICAL DRAWINGS THOROUGHLY REVIEW AND. COORDINATE CONNECTED (BATTERY AND NORMAL POWER BALLASTS) TO UNSWITCHED CIRCUIT. NEC AND AT THE CONTRA ION.  NEUTRAL AN UNDIN « 325565 
TO BE KEPT ON SITE AND MARK, DAILY, THE DRAWINGS IN RED AS THE CONNECTION DETAILS: SECURE APPROVED SHOP DRAWINGS SHOWING ALL CASEWORK. AND CABINET DRAWINCS AND ARCHITECTURAL CONDUCTORS SHALL BE SHARED AS ALLOWED BY THE NEC. CONDUIT ABBREVIATIONS ea z gu 
PROJECT PROGRESSES IN ORDER TO KEEP AN ACCURATE RECORD OF WIRING. DIAGRAMS, ROUGH-IN AND HOOK UP DETAILS FROM OTHER ELEVATIONS WITH. DEVICE. LOCATIONS. PRIOR TO ROUGH-IN OF e| DOWNLIGHT OR PENDANT MOUNTED FIXTURE LARGER THAN 1/2" AND CONDUCTORS LARGER THAN $12 SHALL BE AS A AMPERE SE E - OR 
ALL DEVIATIONS BETWEEN THE WORK SHOWN ON THE DRAWINGS AND INVOLVED CONTRACTORS FOR EQUIPMENT WHICH MUST BE CONNECTED OUTLET. BOXES. INDICATED. :) dlós5g 
THE WORK WHICH IS ACTUALLY INSTALLED. — THESE MARKED DRAWINGS ^ ELECTRICALLY. & DOWNLIGHT FIXTURE WITH DECORATWE TRIM RINC ACCU ^ AIR COOLED CONDENSING UNIT (ce :£|e 5 ü 
SHALL REFLECT ANY AND ALL CHANGES AND REVISIONS TO THE FLOOR LOCATIONS: VERIFY THE LOCATION OF ALL FLOOR OUTLET : (9) EMERGENCY CALL LICHT AFF ABOVE FINISHED FLOOR soe mE 
ORIGINAL DESIGN WHICH EXISTS IN THE COMPLETED WORK.  DELIVER COORDINATION DETAILS: | MECHANICAL EQUIPMENT WILL BE FURNISHED BOXES AND OF CONDUIT STUB-UPS WITH THE ARCHITECT'S L—e— STRIP. FLUORESCENT LIGHTING FIXTURE. UON AFG ABOVE FINISHED GRADE 
THE MARKED DRAWINGS TO THE ENGINEER AT PROJECT CLOSE-OUT. AND INSTALLED BY THE MECHANICAL CONTRACTOR. THE LOCATIONS FURNITURE. AND EQUIPMENT LAYOUT PRIOR TO INSTALLATION Bic ende AB-t € AER ERKCDNE UNIS 
SHOWN ON THE ELECTRICAL DRAWINGS ARE APPROXIMATE. COORDINATE ' 
TESTS: TEST ALL WIRING. FOR CONTINUITY AND GROUNDS BEFORE WITH THE MECHANICAL CONTRACTOR TO DETERMINE THE EXACT LOCATION — paggigRS: WHERE A MULTIPLE-CANG BOX HAS CIRCUITS OF $— STEM MOUNTED SIGN LIGHTING FIXTURE AIC — AVAILABLE. INTERRUPTING. CURRENT 
CONNECTING ANY FIXTURES OR DEVICES. PERFORM INSULATION OF EACH PIECE OF EQUIPMENT AND DETERMINE THE EXACT ROUGH-IN DIFFERENT VOLTAGES OR SYSTEMS WHICH ARE REQUIRED TO BE MOTION SENSOR ATS — AUTOMATIC TRANSFER SWITCH 
RESISTANCE TESTS ON ALL WIRING. J/8 OR LARGER TO INSURE THAT ALL. AND CONNECTION REQUIREMENTS. * SY y, —L0W VOLT MONORALL STYLE TRACK LIGHTING SYSTEM. TRACK SHALL BE AV — AUDIO VISUAL 
SEPARATED, PROVIDE THE CODE-REQUIRED SEPARATION USING A OVERHEAD. PROJECTOR 
PORTIONS ARE FREE FROM SHORT-CIRCUITS AND GROUNDS. FULL HEIGHT AND DEPTH BARRIER PLATE. IN. STRAIGHT 6. LENGTHS, UON. W'INDICATES AN INDIVIDUAL FIXTURE Lb BFG BELOW FINISHED GRADE 
WORKING CLEARANCE: — COORDINATE FINAL LOCATIONS OF ON THE TRACK. VENENIS ORESWELÉ C ^ CONDUIT 
INSPECTIONS: ARRANGE ALL NECESSARY INSPECTIONS.  DELIVER ALL ELECTRICAL. EQUIPMENT WITH MECHANICAL DUCTWORK, PIPING ETC. AND FIRE-RESISTANCE: FOR ANY WALL OR FLOOR PENETRATIONS - : 
REQUIRED INSPECTION CERTIFICATES TO THE OWNER. ASSURE WORKING CLEARANCE REQUIRED BY NEC WILL BE MET. THROUCH FIRE-RESISTANT STRUCTURES PROVIDE FIRE-RESISTANT aH do co n n EMERGENCY BLUE PHONE REPEATER ANTENNA LOCATED ON ROOF VM cc 
SUFFICIENT ACCESS AND WORKING SPACE SHALL BE PROVIDED AND SEALANT TO SEAL ALL THE PENETRATIONS AFTER THE CONDUIT HAS BATTERY PACK — CONNECT AHEAD OF LOCAL SWITCH. SUBSCRIPT "2 NEM E CFL —— COMPACT FLUORESCENT LAMP 
TRI RVICE: MODIFY THE ELECTRICAL SERVICE AS INDICATED. MAINTAINED AROUND ELECTRICAL EQUIPMENT AS REQUIRED BY THE BEEN INSTALLED, FIRE-RESISTANCE SEALANT FOR PENETRATIONS INDICATES DUAL-FACE FIXTURE. CKT — CIRCUIT 
COMMUNICATE WITH THE LOCAL POWER COMPANY, VERIFY ALL NATIONAL ELECTRICAL CODE. CONTRACTOR SHALL COORDINATE FINAL SHALL BE UL APPROVED PER THE PENETRATION MADE IN ORDER Ag COMBO EXIT/EGRESS LIGHTING FIXTURE, WITH DIRECTIONAL ARROWS AS €OÓ HANDICAPPED PUSH BUTTON CB CIRCUIT BREAKER 
REQUIREMENTS, AND COORDINATE ALL EFFORTS. LOCATION OF EQUIPMENT PROVIDED AND INSTALLED BY OTHER TRADES. — ( TO MAINTAN FIRE-RESISTANT INTEGRITY OF THE STRUCTURE. ALL INDICATED WITH BATTERY PACK WITH EMERGENCY BATTERY LIGHTING. UNIT — xe EBHNKIPEOR CLG — CEIUNG 
n . PENETRATIONS SHALL BE PROTECTED IN COMPLIANCE WITH TESTED CONNECT AHEAD OF LOCAL SWITCH. CMH CERAMIC. METAL. HALIDE 
GROUNDING: PROVIDE GROUNDING IN ACCORDANCE WITH THE NEC FOR R MOUNTING: WHERE AN INDIVIDUALLY MOUNTED SAFETY SWITCH, & THROUGH-PENETRATION ASSEMBLIES, AS REQUIRED BY VUSBC SECTION - 
THE ENTIRE ELECTRICAL SYSTEM INCLUDING EQUIPMENT FRAMES STARTER OR CIRCUIT BREAKER IS SHOWN ADJACENT TO ITS RESPECTIVE 712. 4—P EMERGENCY BATTERY LIGHTING. UNIT, CONNECT AHEAD OF LOCAL SWITCH. ACCESS CONTROL DDC DIRECT DIGITAL. CONTROL 
CONDUITS, SWITCHES, CONTROLLERS, WIRE-WAYS, NEUTRAL LOAD AND NOT MOUNTED ON A WALL, PROVIDE ALL SUPPORTS, Dss — DUCTLESS SPLIT SYSTEM 
CONDUCTORS, AND OTHER EQUIPMENT. PROVIDE A GROUNDING BRACKETS, ANCHORING, ETC. NECESSARY TO PROPERLY SUPPORT THE CLEAN UP: ON PROJECT CLOSE-OUT CLEAN ALL ELECTRICAL ACCESS CONTROL PANEL DVP — DOMINION VIRGINIA. POWER 
CONDUCTOR IN ALL POWER CONDUITS. DEVICE. DEVICES, LIGHTING FIXTURES, LAMPS AND LENSES, AND REMOVE LN LIGHTING FIXTURE TYPE SYMBOL. SEE LIGHTING FIXTURE. DETAILS. BowER"SUBHINO SEE ARCET ERR oreet AREE EBU ^ EMERGENCY BATTERY UNIT LLI 
ALL PAINT SPATTERS FROM DEVICES, FIXTURES AND PLATES. $ SINGLE POLE SWITCH, 20A, 120/277V, 46" AFF UON EC — EMPTY CONDUIT S 
LABELS: PROVIDE LABELS FOR ALL SWITCHBOARDS, SWITCHBOARD HTING ARRANGEMENT: ARRANGE LIGHTING FIXTURES IN ACCORDANCE REPLACE ALL INOPERATIVE LAMPS. & DUAL SWITCH (SINGLE POLE OR TYPE AS INDICATED BY SUBSCRIPT) CARD READER NDUI O z 
BREAKERS, PANELBOARDS, CABINETS, SAFETY SWITCHES, WITH THE ARCHITECTURAL REFLECTED CEILING. PLANS. A APA AES. QUEUE ROSE EC ELECTRIC STRIKE — SEE ARCHITECTURAL DOOR HARDWARE SCHEDULE ECB ^ ENCLOSED CIRCUIT BREAKER l| 9 O 
MOTOR-DISCONNECT AND SWITCHES. LABELS SHALL BE MACHINE FIRE ALARM COORDINATION: THE FIRE ALARM SYSTEM IS EXISTING. : DOOR CONTACT — SEE ARCHITECTURAL DOOR HARDWARE SCHEDULE EF EXHAUST FAN Y zc 
ENCRAVED, LAMINATED PLASTIC, PERMANENTLY ATTACHED WITH HTING COORDINATION: COORDINATE LIGHTING FIXTURES WITH GRILLES, ^ PROVIDE POWER CONNECTIONS TO ALL COMPONENTS WHETHER CONTROL INBOARD AND OUTBOARD LAMPS OF EACH FIXTURE INDICATED. BEES SOLENT Sese c a ATE ETUBAD DOO S DUTRE CREDO ERU —— ENERGY RECOVERY UNIT Q -d Oz 
SELF-TAPPING SCREWS OR RIVETS. DO NOT USE SELF-ADHESIVE DIFFUSERS, SPRINKLER HEADS, AND ACCESS PANELS, ETC. PROVIDE SHOWN OR NOT. MANUFACTURERS REQUIRE VARYING QUANTITIES (CONTROL INBOARD AND OUTBOARD LAMPS CONSISTENTLY) RIE E EQUIP ^ EQUIPMENT -] [ue 2 N 
LABELS. FIXTURE MOUNTING. BRACKETS, ACCESSORIES, PLASTER FRAMES, ETC.. OF POWER CONNECTIONS FOR EQUIPMENT LIKE EXPANDER PANELS » d 
SUITABLE FOR THE CEILING TYPES INDICATED ON THE ARCHITECTURAL AND POWER SUPPLIES. THESE DEVICES ARE DEPENDENT UPON $: THREE-WAY SWITCH, 20A, 120/27N, js AFF UON ETR EXISTING. TO. REMAIN Q Q X Q N 
- LABEL ALL JUNCTION BOXES WITH. PERMANENT PLANS. THE SPECIFIC MANUFACTURERS SYSTEM. THE FIRE ALARM SYSTEM S FOUR-WAY SWITCH, 20A, 120/277V, 46" AFF UON TELECOMMUNICATIONS EWC — ELECTRIC WATER COOLER Zz Q 602 Ih 
MARKER IDENTIFYING CIRCUIT NUMBER AND PANELBOARD OF CIRCUITS SUPPLIER SHALL NOTIFY THE OTHER APPROPRIATE S» DIMMER SWITCH, 46" AFF UON. FOR INCANDESCENT FIXTURES, PROVIDE ] - EWH ELECTRIC WATER HEATER zt zu. 
WITHIN. MATERIAL COORDINATION: VERIFY CEILING. AND WALL. CONSTRUCTION SUB-CONTRACTORS ABOUT THESE REQUIREMENTS AND CONNECTION 1500W. 120V SWITCH. FOR FLUORESCENT OR LE.D. FIXTURES v TELE/DATA OUTLET, 18" AFF, UON, WITH 1'C STUBBED TO ACCESSIBLE EXIST — EXISTING « ll 1 le) 
AND MATERIAL PRIOR TO ORDERING LIGHT FIXTURES OR OTHER DEVICES — SHALL BE PROVIDED AS PART OF THE PROJECT. THE ) Tg : HALLWAY CEILING. WITH PULLSTRING AND BUSHED ENDS. 5 (Q 
TO INSURE PROPER FIXTURE QR DEVICE IS FURNISHED TO MATC COORDINATE VOLTAGE AND RATINGS OF SWITCH WITH TYPE AND QUANTITY FACP —— FIRE ALARM CONTROL PANEL (Om 
PANEL DIRECTORY: PROVIDE TYPEWRITTEN PANELBOARD DIRECTORY NSU IXTU ICE. IS. FURNISH ATCH CONTRACTOR SHALL BE RESPONSIBLE TO EXTEND/MODIFY OF BALLASTS OR DRIVERS TO BE CONTROLLED. E SEEBRONESVETEHPBRTET: EXCESS o eR ciem dne nn FHP ^ FRACTIONAL AC HORSEPOWER JE r- 
CARD IN EACH PANELBOARD WITH CIRCUIT LOAD INFORMATION. AND CONSTRUCTION. CIRCUITRY AS REQUIRED, PROVIDE. PERMITS, TESTING, . ; ; , 4 Z (0 l Ad 
ROOM NUMBER CLEARLY IDENTIFIED. USE ACTUAL ROOM NUMBERS IN Vaotleeelo one ER IRE Achse REPROGRAMMING AS NECESSARY TO PROVIDE A COMPLETE AND Sk SINGLE POLE KEYED SWITCH, 20A, 120/277V, 46" AFF UON ACCESSIBLE HALLWAY CEILING WITH PULLSTRING AND BUSHED ENDS. FLA FULL LOAD AMPS -) Q 
TUE EE D ON A MEER S ANN ONVTREIGONIRAGDU ^ EDU OU Ie DeL CERE SE MINNS DEVICE UN ESS FUNCTIONAL. SYSTEM. $i THREE-WAY POLE KEYED SWITCH, 20A, 120/277V, 46" AFF UON V TELEPHONE SYSTEM OUTLET, 18" AFF, UON, WITH 1'C STUBBED TO EH IoBPUNDSENSET MTERSSMETERS 02 tzz 
dC pn C TERME MOTEDS MGURTINC SEIS: BECHTSRTNGSRI URES CARE D ] ACCESSIBLE HALLWAY CEILING WITH PULLSTRING AND BUSHED ENDS. CND —— GROUND 0-24 
CONTRACTORS SHALL COORDINATE WITH THE S FOUR-WAY POLE KEYED SWITCH, 20A, 120/277V, 46" AFF UON HID —— HIGH INTENSITY DISCHARGE « « (f 
MOTOR COORDINATION: MOTORS, MOTOR STARTERS, CONTROLLERS, THE BOTTOM OF THE FIXTURE UNLESS OTHERWISE NOTED. EQUIPMENT AND SYSTEM BEING PROVIDED AND PROVIDE POWER v^ EMERGENCY RED PHONE HP ^ HORSE POWER/MEAT PUMP 2 Oc 
INTEGRAL. DISCONNECT SWITCHES, AND CONTACTORS SHALL BE PROVIDED CONNECTIONS ACCORDINGLY. THESE CONNECTIONS SHALL BE FOR S0c WALL MOUNTED PASSIVE INFRARED OCCUPANCY SENSOR SINGLE LEVEL B (C P 
SUPPLIER. | COMMUNICATE WITH THE TRADES PROVIDING THE EQUIPMENT, SHALL COORDINATE THE VOLTAGE REQUIREMENTS AND PROVIDE ALL APPROVED EQUAL. WALL MOUNTED ANALOG CLOCK MOUNT AT BO'"AFF. UON KVA KILO—VOLT—AMPERES Q 
VERIFYING ALL. REQUIREMENTS, PROVIDE ALL ELECTRICAL. CONNECTIONS NECESSARY CONNECTIONS, COMPONENTS, ETC. THIS INCLUDES ; . KW KILO-WATTS 
, : TRANSFORMERS, BOXES, ETC. LIGHT SWITCH, 120/277V, MOUNT 48"AFF. WATT STOPPER fWS-200 OR Lá TELECOMMUNICATIONS BACKBOARD — 4'W x 8'H x 3/4"THICK LTG LIGHTING 
MOTOR DISCONNECTS: ALL MOTORS SHALL HAVE DISCONNECTING MEANS. SEPISOVEDI QUAE TV OUTLET, 18" AFF, UON, WITH 1" CONDUIT STUBBED TO ACCESSIBLE MR SMARESCT ARS INT 
HALLWAY CEILING. WITH PULLSTRING AND BUSHED ENDS. MCA —— MINIMUM CIRCUIT AMPS 
CEILING MOUNTED DUAL TECHNOLOGY ULTRASONIC/PASSIVE INFRARED Mug OANGGRGUITE SEEN 
ELECTRICAL DEMOLITION NOTES OCCUPANCY SENSOR, B00W AT 120, 1200W AT 27/V. WATI STOPPER MER — MANUFACTURER 
GENERAL: DEMOLITION. DRAWINGS ARE BASED ON EXISTING PLANS AND SERIES DETISQVEOHENUMA IRAM ——— M iate c 
FIELD INVESTIGATION PRIOR TO DEMOLITION. VISIT THE EXISTING. BUILDING 6) ated Bur NRI EON OPI NENERIRES a: FIRE ALARM CONTROL PANEL — EXISTING SIMPLEX 4100U Er D gend ne LLI CO 
PRIOR TO BID IN ORDER TO BECOME FAMILIAR WITH THE EXISTING Q9 [FAA] L 
CONDITIONS AND IN ORDER TO AVOID CONFLICTS. OCCUPANCY SENSOR, 800W AT 120V, 1200W AT 277V. WATT STOPPER EA FIRE ALARM REMOTE ANNUNCIATOR PANEL — EXISTING NF ^— NON-FUSED C zc 
Cl-355 OR APPROVED EQUAL. DIGITAL ALARM COMMUNICATION. TRANSMITTER NIC.— NOT IN CONTRACT 7] OQ 
o SINGLE RECEPTACLE 20A, 120V, 18" AFF, UON : OC — ON CENTER Oz 
FIRE ALARM MANUAL PULL STATION, 46" AFF TO ACTUATING ARM, UON 
cu em tuU UE o DUPLEX CONVENIENCE RECEPTACLE 20A, 120V, 18" AFF, UON "i S NU ITE oO (1 
EXISTING. TO. REMAIN. , [-K FIRE ALARM AUDIO/VISUAL (HORN/STROBE) APPLIANCE, MOUNT SUCH THAT CONTRACTOR INSTALLED fr. 
ENTIRE LENS IS NOT LESS THAN 80"AFF AND NOT GREATER THAN 96"AFF. P POLE [- t 
CIRCUITING TO REMAIN: EXISTING CIRCUITING TO. REMAIN SHALL BE db.4b^ TWO DUPLEX RECEPTACLES IN COMMON BOX, EACH 20A, 120V, 18" AFF, ALL DEVICES SHALL BE MOUNTED AT A CONSISTENT HEIGHT THROUGHOUT PCP —— PUMP CONTROL PANEL em 
REROUTED OR RECONNECTED, AS REQUIRED, WHERE AFFECTED BY NEW UON. IG. SUBSCRIPT INDICATES TWO DUPLEX ISOLATED GROUND RECEPTACLES. BUILDING AT A PREFERRED 80"AFF. SUBSCRIPT INDICATES. MINIMU za 
PF — POWER FACTOR 0) 
WORK IN ORDER TO MAINTAIN CONTINUITY OF THE CIRCUIT. CANDELA RATING OF STROBE. C AR ERUNE —5 « t] 
- » » 15 a 
REUSE OF EXISTING CIRCUITRY: EXISTING. CIRCUITRY SERVING. LIGHTING é DUPLEX CONVENIENCE RECEPTACLE 20A, 120V, 46" AFF, UON (OR 6 [FH FIRE ALARM VISUAL (STROBE) APPLIANCE, MOUNT SUCH THAT ENTIRE LENS PNL — PANEL z O O 
FEXTURES AND/OR RECEPTACLES FOR A GEN AREA SHALL BE REUSED * ABOVE COUNTER AS APPLICABLE) IS NOT LESS THAN 8O"AFF AND NOT CREATER THAN 96"AFF. ALL DEVICES PNLBD —— PANELBOARD Z 
TO THE FULLEST EXTENT POSSIBLE TO SERVE THE NEW LAYOUT. (o) GROUND FAULT INTERRUPTING TYPE DUPLEX RECEPTACLE, 20A, 120V, SAVE MOUNTED Eo Hans ENTER GHT CIR OPE DUI ING AR 0 — PHASE Ó iu 
PROVIDE. CIRCUIT MODIFICATIONS INDICATED OR AS OTHERWISE REQUIRED PREFERRED 80'"AFF, WHICHEVER IS LOWER, UON. SUBSCRIPT INDICATES PRI — PRIMARY O O0 
TO MAINTAIN THE. CONTINUITY OF EXISTING CIRCUITS THAT REMAN. Md DUPLEX GFl RECEPTACLE 20A, 120V W/ WEATHERPROOF COVER, 18" MINIMUM CANDELA RATING OF STROBE. HRGERL.- s RECEETMONE cüz 
ABOVE GRADE, UON 
EXISTING CONDUIT: ALL EXISTING. CONDUITS AND WIRING. THAT WILL. NOT d - ! T REQ'D —— REQUIRED O-1« 
BE REUSED SHALL BE REMOVED WHERE THEY WILL BE EXPOSED UPON DUPLEX ISOLATED GROUND RECEPTACLE 20A, 120V, 18 AFF, UON (E) FIRE ALARM AUDIO/VISUAL (HORN/STROBE) APPLIANCE, CEILING. MOUNTED, RTU — ROOF TOP UNIT O 
COMPLETION OF NEW WORK. EXISTING CONDUIT TO REMAIN CONCEALED 6 SPECIAL RECEPTACLE, AS NOTED ON PLANS SUBSCRIPT INDICATES. MINIMUM. CANDELA RATING. SE SERVICE ENTRANCE z « 
IN WALLS SHALL BE ABANDONED. EXISTING CONDUIT TO REMAIN BELOW SEC — SECONDARY Z 
FLOOR SLAB SHALL BE CUT OFF ONE INCH BELOW ROUGH FLOOR AND ó DUPLEX GFI RECEPTACLE 20A, 120V, WITH WP COVER MOUNTED ON ROOF [R] FIRE ALARM SYSTEM DUCT SMOKE DETECTOR REMOTE TEST STATION iE "ENGNOMETSAPPEQ X i9) 
SHALL BE DISCONNECTED FROM POWER SOURCE AND REMOVED. PENETRATION WITH ROOF SYSTEM MANUFACTURER'S RECOMMENDATION TRT —— TRIPLE TUBE FLUORESCENT LAMP LE 
: (5 FIRE ALARM SYSTEM CEILING. MOUNTED HEAT DETECTOR TVSS TRANSIENT VOLTAGE SURGE «T O 
REPAIR DAMAGE: EXERCISE CARE IN REMOVAL OF DEMOLITION ITEMS. DEVICE MOUNTED IN FLUSH FLOOR BOX. [PV] POST INDICATOR. VALVE SUPPRESSOR 0L 
REPAIR, AT NO ADDITIONAL COST TO THE OWNER, ANY DAMAGE CAUSED x [E] TP — TYPICAL n. uj 
TO EXISTING CONSTRUCTION AND/OR EQUIPMENT TO REMAIN. Iw DEVICE MOUNTED IN FLUSH CEILING-MOUNT BOX. INDIMIDUAL ADDRESSABLE MONITOR. MODULE UON UNLESS c ORMERVISE- NOTER «X LI 
() SPRINKLER TAMPER SWITCH fr 
ASSOCIATED APPURTENANCES: REMOVE ALL ELECTRICAL APPURTENANCES V — Vor) 
[DISCONNECTS, STARTERS, WING, CONDUIT, ETC. ASSOCHTED WIH cd DUAL CHANNEL SURFACE RACEWAY WITH DUPLEX RECEPTACLES AND 3! SPRINKLER. WATER. FLOW SWITCH "m 
; , ; PEE TELE/COMMUNICATIONS OUTLETS AS INDICATED, UON. SEE "TYPICAL CLASSROOM 
EQUIPMENT TO BE REMOVED BY OTHERS. : " (5 DUCT MOUNTED SMOKE DETECTOR VFD —— VARIABLE FREQUENCY DRIVE 
DEVICE INSTALLATION ELEVATION" DETAIL. MOUNT RACEWAY 18" ABOVE Ws OMS ME mm 
ate: 
KNOCKOUT PLUGS AND COVERS: ALL CONDUIT REMOVED SHALL BE FINISHED FLOOR, UON. (9 FIRE ALARM SYSTEM ADDRESSABLE RELAY MODULE MR ÀPRIL 21, 2010 
m i C RR cu Re M Ra f Dr neUoND me Aa imoue Nine ME vM 
ALL OPENINGS CREATED BY THE REMOVAL OF CONDUIT. PROVIDE. BLANK Q JUNCTION. BOX : Se 
NORMAL WATER LEVEL SENSOR SWITCH MOUNTED ON ABOVE GROUND WATER 
COVER PLATES FOR ALL OPENED OUTLET BOXES CREATED BY THE Xy MOTOR CONNECTION aD STORAGE TANK. //N | FEBRUARY 9, 2010 
REMOVAL OF EQUIPMENT AND/OR DEVICES CABLE TRAY MARCH 3, 2010 
$u MOTOR RATED SWITCH WITH THERMAL OVERLOADS 20A, 120V, UON, " - APRIL 21, 2010 
; ALL MATERIALS REMOVED UNDER DEMOLITION, MOUNTED WITHIN. SICHT- OF MOTOR. E ] 4" CONDUIT SLEEVES THRU WALL ABOVE CEILING. EXTEND 4" ON EACH 
NOT TO BE RELOCATED OR DESIGNATED TO BE TURNED OVER TO THE SIDE OF WALL & PROVIDE PLASTIC BUSHINGS. 
OWNER, SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL p SAFETY SWITCH. SIZE, FUSE SIZE AND NEMA RATING AS INDICATED ON CABLE TRAY, LADDER. TYPE 24"W, UON. 
BE REMOVED COMPLETELY FROM THE SITE. DRAWINGS : - 
J J J-HOOK, 4'C. SPACING BETWEEN J-HOOKS SHALL NOT EXCEED 5'-0". 
PXSTNG BULDNG SHAL BE SCHEDULED AT TNES CONENENT TO THE Eu]. AGENS ETUR GENERAL 
OWNER. Ez - ELECTRICAL PANELBOARD LAE IUESDINESL HM Lic. No. 032929 " : 
IR DRY-TYPE TRANSFORMER Dg or : des 
; NOTIFY THE OWNER PRIOR TO TURNING OFF ANY CIRCUITS. 
NOTIFICATION: En. GRE D TENE EORHER SHEET WHERE SECTION IS SHOWN NAL 
WHERE ERENE SHEET WHERE SECTION IS CUT um 
NEW WORK NOTE SYMBOL E O1 
HVAC SHUT-OFF TERMINAL BOX, 120V, WITH INTEGRAL CONTROL (» DEMOLITION. NOTE. SYMBOL 
TRANSFORMER COLLABORATIVE: 
e NEW TO EXISTING POINT OF CONNECTION SYMBOL pRUL E. (1- - ReE 


